
         Manufactured under licence from PowerTile® 

 120 Watts per m2  

  Interlocks with the Marley Modern Tile 
 Easy to install by skilled Roofers 
 No Electrical Tradesmen needed on roof 
 Bases are laid and then Solar Panels are 
 ‘plugged in’ 

 Energy for your generation 

Integrated Photovoltaic Solar Tiles  
for Domestic & Commercial Roofing 



SolarTileSolarTile ® ® P4P4  
Features Features   

· Seamless aesthetic integration 
with Marley Modern roof tiles. 

· No additional planning required 
roof profile is unchanged. 

· Fast cost effective installation due 
to the unique, patented two piece 
design. 

· Uses standard counter battening. 

· Each Solartile ® is equivalent to two and a half  Marley Mod-
erns the optimum size to maximise potential roof co verage. 

· No electrical tradesmen are required on roof, work is carried 
out by the roofing contractor. 

· Individual Solartiles ® can be removed and replaced at any 
time without disturbing the surrounding tiles. 

 

· Solartiles ® do not compromise roof  
    warranty if installed in accordance              
    with Marley Eternit recommendations. 
· High output, power output guaranteed 

for 25 years. 
· Non reflective glass option available 
 

· Individual Solartiles ® and a range of comprehensive kits are 
available to suit your individual requirements 
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 SolarTile SolarTile ® ® P4P4  
Technical SpecificationTechnical Specification   

Weight 
Total        9.3 kg 

Solar top      5.2 kg 
Base unit      4.1 kg 
Laid weight      37 kg/m 2 

Dimensions 
Complete unit     770 x 422 x 32 mm 
Base unit      731 x 418 x 30 mm 
Solar top      731 x 411 x 31 mm 
Headlap      75 mm (minimum) 
        85 mm (maximum) 
Effective exposed areas   0.25m 2 (75 mm headlap) 
Gauge (batten spacing)   337 mm (minimum) 
            347 mm (maximum) 
Free cable length    870 mm 
Cable diameter     6.6 mm 
Cable bend radius (min)   33 mm 
Roof pitch      22.5° (minimum) 
            60° (maximum) 
Batten size (typical)    25 x 50 mm 
Battens required    3 m/m²  

Electrical performance 
Cell type      Monocrystaline 
Output (peek wattage)   30Wp (1)(2) 

Output /m²       120Wp/m² (1) 

Short circuit current    8.80 A (1) 
Open circuit voltage    4.90 V( (1) 

Current at max. power   7.50 A (1) 

Voltage at max. power   3.50 V (1) 

Max. system voltage    600 V 
Current-temperature coefficient at short circuit +2 .5 mA/°C 
Voltage-temperature coefficient at short circuit -1 6.96mV/°C 
Power-temperature coefficient at max. power –0.43 % /°C 
 
 (1) Values of current, voltage, and power +/- 10% 

 (2) Measured under standard test conditions: 1000W /m2, AM 1.5 spectrum, 25°C cell temperature 
 
  

    warranty if installed in accordance               
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  SolarTileSolarTile ® ® P4P4  
Technical SpecificationTechnical Specification  

Approvals 
IEC 61215 Approved. 
IEC 61730 Conformity. 
BRE Microgeneration Certification Scheme Approval N o  MCS PV0014. 
Conforms to prEN15601:2006 Rain Penetration test.  
Conforms to EN14437 & EN15087 Wind Uplift tests.  
Conforms to BS476 part 3 External Fire Exposure tes t. 
Traceability 
Each Solartile is indelibly marked with a unique tr aceable serial number.  
Other information 
Cables Double Insulated 
Fixings – Phillips size 3, 1/4 turn 15mm Rapier stud. 
   Tamper-proof fixings available on request. 
Materials of construction 
Halogen free fire retardant thermoset composite (ba se and panel surround) 
Toughened glass (panel) 
All materials of construction are RoHS compliant an d recyclable. 
Tile Clearance 
When roofing felt is used, a minimum clearance of 2 5mm below the tile is 
advised, plus adequate ventilation at the eaves and  the ridge. E.g. counter 
battening. 

For further information Contact: 
 

Coleshill Solar Ltd. 
Bodmin Road  

Walsgrave 
Coventry 
CV2 5DB 

 
Telephone: +44 (0) 2476 724900 
Fax:    +44 (0) 2476 724901 
Email: sales@coleshillsolar.co.uk 
Website:www.coleshillsolar.co.uk 


